
25421
(GM: 13435002)

Green Nylon

Lower Center Pillar Interior Moulding 
Trim Clip with Metal Reinforcement

Top Head Size: 17mm x 20mm
Bottom Head Size: 14.5mm x 28mm

Stem Length: 12mm
Buick Regal 2020 - 2018

UNIT PACKAGE: 25

25416
(GM: 11603057)
Yellow Nylon

Front Bumper Retainer
Top Head Diameter: 10mm x 12mm

Bottom Head Diameter: 12mm x 16mm
Stem Size: 11mm x 11mm
Overall Length: 21mm

Fits into 8mm x 14mm Slot
Cadilac Escalade 2021 - On; 

Chevrolet Suburban, Tahoe 2021 - On; 
GMC Taho, Yukon 2021 - On; 

Hummer 2021-2020

UNIT PACKAGE: 25

25410
(Hyundai: 13510-04123)

Black Zinc

Headlamp Mounting Washer
Screw Size: 4mm

Inner Diameter: 4.3mm
Outer Diameter: 12mm

Thickness: 1.0mm
Hyundai Sonata 1993 - 1988 & General Purpose

UNIT PACKAGE: 50

25411
(Mazda: GS1E-56-496A)

Zinc 

Under Cover U-Nut
Screw Size: M6-1.0

Panel Range: 4mm
Center of Hole To Edge: 15mm

Width: 16mm
Length: 24mm

Mazda 3 2020 – 2011, 5 2013 – 2012, 
6 2020 – 2014, CX-3, CX-9 2020 – 2016,

CX-30 2020, 5 2016 – 2013

UNIT PACKAGE: 25

25412
(Nissan: 79916-JD00A)

Black Nylon

Liftgate Push-Type Retainer
Head Diameter: 13mm
Stem Length: 8.5mm

Stem Diameter: 6.3mm x 7mm
Fits into 6.3mm Hole

Shoulder Length: 3.5mm
Nissan Rouge Sport 2019 - On

UNIT PACKAGE: 25

25413
(Toyota: 62217-42030)

Black Nylon

Windshield Pillar Trim Clip
Flange Width: 24mm

Overall Length: 48.5mm
Stem Diameter: 8mm
Stem Length: 12.5mm
Fits into 8.5mm Hole

Toyota RAV4 2014 - 2008

UNIT PACKAGE: 25

For pricing information please login to your Order Express account
at www.auveco.com or contact Customer Service at mail@auveco.com
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25405
(BMW: 51-71-7-154-239)

White Nylon

Trunk Lid Trim Grommet with Sealer
Head Size: 18m

 Stem Length: 14.5mm
Overall Height: 16mm
Fits into 8.5mm Hole

Use with Auveco No. 25322
BMW 328i, 335i 2016 - 2014, 330i, 340i 2019 - 2017, 528i, 535i, 
550i 2016 - 2011, 535d 2016 - 2014, 640i, 650i, M6 2019 - 2012, 

840i, M8 2020 - On, ActiveHybrid 5 2016 - 2012, 
M5 2016 - 2013, X3 2021 - 2018, X4 2019 - On, Z4 2021 - 2019; 

Mini Cooper 2020 - 2014, Cooper Clubman 2020 - 2016, 
Cooper Countryman 2020 - 2017

UNIT PACKAGE: 25

25403
(BMW: 51-13-7-291-271)

White Nylon

Roof Moulding Clip
Width: 21mm

Length: 24mm
Overall Height: 10mm

BMW 320i 2018 - 2013, 328d 2018 - 2014, 328i, 335i 2016 - 2012, 
330e 2018 - 2016, 330i 2019 - 2017, 340i 2019 - 2016, 

428i, 435i 2016 - 2014, 430i, 440i 2020 - 2017, 
ActiveHybrid 3 2015 - 2013, M3 2018 - 2015

UNIT PACKAGE: 25

25404
(BMW: 51-71-1-959-929)

White Nylon

Rocker Moulding Clip
 Width: 20mm
Length: 29mm

Stem Diameter: 6mm
Stem Length: 12mm

BMW 325iX 1991 - 1988, 
525i, 353i, M5 1993 - 1991

UNIT PACKAGE: 25

25406
(BMW: 72-11-1-917-406 & 72-11-1-950-829)

Black Nylon

Seat Belt Stop Button
 Diameter: 16mm

2 Piece Set
BMW 1 Series M 2011, 128i, 135i, 2013 - 2008, 228i, 

M235i 2021 – 2020 & 2016 - 2014, 230i, M240i 2021 - 2017, 
320i 2018 - 2013, 323Ci 2001 - 2000, 325i, 325xi, 330xi 2006, 

328d 2018 - 2014, 328xi, 335xi, Alpina B7 2008 - 2007, 
330Ci 2006 - 2001, 330e, M2 2021 - 2016, 330i 2021 - 2006, 
335d 2011 - 2010, 335i, 328i 2016 - 2007, 335is 2013 - 2011, 

340i 2019 - 2016, 428i, 435i, 535d 2016 - 2014, 430i 2017 - On, 
440i 2020 - 2017, 525i 2007 - 2001, 525xi, 530xi 2007 - 2006,

528i 2016 - 1997, 528xi, 535xi 2008, 530e 2020 - 2018, 
530i 2017 - On, 2007 - 2001, 535i 2017 - 2008, 540d 2018, 
540i 2017 – On & 2003 - 1997, 545i, 645Ci 2005 - 2004, 
550i 2017 - 2006, 640i 2019 - 2012, 650i, M6 2019 - 2006, 

740e 2019 -2017, 740i 2011 – On & 2001 - 1995, 
740iL, 750iL 2001 - 1995, 740Ld 2015, 740Li 2015 - 2011, 

745i, 745Li 2005 - 2002, 750i 2020 - 2006, 750Li 2015 - 2006, 
760i 2006 - 2004, 760Li 2015 - 2003, 

ActiveHybrid 3, ActiveHybrid 7, 2015 - 2013,
ActiveHybrid 5 2016 - 2012, i8 2020 - 2014, M3 2018 - 2001, 
M340i 2021 - 2020, M4 2021 - 2015, M5 2000 - On, M550i

2021 - 2018, M760i 2022 - 2017, X1 2021 - 2013, X3 2021 - 2004, 
X4 2015 - On, X5 2018 - 2000, X6 2019 - 2008, 

Z3 2002 - 1999, Z4 2008 - 2003

UNIT PACKAGE: 25

25414
(VW: 3B0-867-334)

Cream Nylon

A Pillar Trim Panel Grommet
 Head Size: 14mm

Stem Length: 11mm
Overall Height: 12mm
Fits into 8.5mm Hole

Use with Auveco No. 22718
Volkswagen Golf 2020 – 2015, GTI 2020 – 2006, 

Jetta 2014 – 2001, Passat 2010 – 1998, 
Phaeton 2006 – 2004, 

Rabbit 2009 – 2006, Tiguan 2018 – 2009, 
Touareg 2010 - 2004

UNIT PACKAGE: 50

For pricing information please login to your Order Express account
at www.auveco.com or contact Customer Service at mail@auveco.com
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SELF-PIERCING RIVETS FOR ALUMINUM BODY FASTENING

*Specs are approximate and for identification only
**Refer to Ford Service Kit instructions as to the proper SPR for your application

Auveco Ford  F-150 Overall    Body          Head         Head Unit
Part No. O.E.M. No. Code** Location Length*     Dia.*            I.D.          Dia.*          Style Pkg.

22876 W708713-S900 AS Cab, Rocker 5.00mm 5.40mm 3.35mm 7.80mm Solid 10
   Door, Cowel      
   Back Panel
22877 W708714-S900 AT Cab, Back Panel 6.05mm 5.30mm 3.35mm 7.80mm Solid 10
22878 W708717-S900 AW Door 8.05mm 5.30mm 3.20mm 7.80mm Solid 10
22879 W710246-S900 BN/DB Cab, Door, Cowl 7.05mm 5.30mm 3.15mm 7.80mm Solid 10  
   Back Panel
22880 W717182-S900 QC Hinge Pillar 10.00mm 5.30mm 3.15mm 7.80mm Hollow 10
22881 W717184-S900 QA Door 9.05mm 5.30mm 3.15mm 7.80mm Hollow 10
22882 W717185-S900 EL Door, Hinge Pillar 9.05mm 5.30mm 3.20mm 7.80mm Solid 10
22883 W717186-S900 EN Cab, Door 8.05mm 5.30mm 3.15mm 7.80mm Solid 10
22884 W717337-S900 PX Door 7.55mm 5.30mm 3.20mm 7.80mm Solid 10 
25440 W718595-S900 SU Cab Roof Panel 4.5mm 3.5mm 2.0mm 5.8mm Solid 10 

Self-piercing rivets (SPR) join two or more pieces of material using a rivet without a pre-drilled hole.
Self-piercing rivets are a semi-tubular rivet driven at high force through the material layers to be joined, into a 

die which causes the tail of the rivet to flare out and form a joint.

The process requires no hole preparation and delivers high static strength similar to, or better than,
spot welding. This process produces a fatigue resistant joint that is stronger than spot welding and less 

susceptible to corrosion.

The use of coated, lightweight and high-strength materials, such as galvanized or pre-painted steel and 
aluminum makes welding these materials difficult and often not possible.

NEW


